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MS601696
DIMENSIONS ARE IN MILLIMETERS

PROJECTED CAPACITIVE MODEL

SIDE MOUNT
(LEFT AND RIGHT)
M4 THREAD, X4

VESA MOUNT
200X100, M4 THREADS, X6
MAX SCREW DEPTH = 7MM

SIDE MOUNT
(TOP AND BOTTOM)
M4 THREAD, X4
 
 

DC POWER INPUT

DISPLAYPORT IN

VGA VIDEO IN
REMOTE OSD
(INCLUDED)

TOUCH USB OUT
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ADJUSTMENT RANGE = 4 TO 15
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MS601696
DIMENSIONS ARE IN MILLIMETERS

WITH FLUSH MOUNTING BRACKETS (8 SETS INCLUDED)
REPLACEMENT BRACKET KIT P/N E190896 AVAILABLE SEPARATELY

PROJECTED CAPACITIVE MODEL

M4 THREADS, X16

CUSTOMER PANEL (NOT INCLUDED)
MIN THICKNESS = 4MM
MAX THICKNESS = 15MM

TOUCHMONITOR

SEE DETAIL  A

SEE DETAIL  B

RECOMMENDED  CUSTOMER PANEL CUT-OUT
CHOOSE ONE:
A = M4 THREADED HOLES OR M4 CONCEALED HEAD
    STUDS WITH NUTS
B = CLEARANCE HOLES FOR M4 SCREWS

DETAIL  A
SCALE  0.600

DETAIL  B
SCALE  0.600  
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MS601696
DIMENSIONS ARE IN MILLIMETERS

INTELLITOUCH, ACCUTOUCH, AND SECURETOUCH MODEL

SIDE MOUNT (LEFT AND RIGHT),
M4 THREADS, MAX THREAD DEPTH = 6MM, X4

VESA MOUNT 
200X100, M4 THREADS, 
MAX THREAD DEPTH = 7MM, X6

SIDE MOUNT, (TOP AND BOTTOM)
M4 THREADS, MAX THREAD DEPTH = 6MM, X4

DC POWER INPUT

DISPLAYPORT IN

VGA VIDEO IN

REMOTE OSD
(INCLUDED)

TOUCH USB OUT

TOUCH SERIAL OUT
(NOT AVAILABLE ON ALL MODELS)
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ADJUSTMENT RANGE = 0.8 TO -15
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MS601696
DIMENSIONS ARE IN MILLIMETERS

WITH SIDE MOUNTING BRACKETS (8 INCLUDED)
REPLACEMENT BRACKET KIT P/N E646994 AVAILABLE SEPARATELY

INTELLITOUCH, ACCUTOUCH, AND SECURETOUCH MODEL

RECOMMENDED  CUSTOMER PANEL CUT-OUT
CHOOSE ONE:
A = M4 THREADED HOLES OR M4 CONCEALED HEAD STUDS WITH NUTS
B = CLEARANCE HOLES FOR M4 SCREWS

M4 THREADS, X16

CUSTOMER PANEL (NOT INCLUDED)

TOUCHMONITOR
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MS601696
DIMENSIONS ARE IN MILLIMETERS

OPTIONAL FRONT MOUNT BEZEL KIT - P/N E589935
FOR INTELLITOUCH, ACCUTOUCH, AND SECURETOUCH MODEL  ONLY
ORDERED SEPARATELY, CUSTOMER ASSEMBLED

CUSTOMER PANEL (NOT INCLUDED)
MIN THICKNESS = 2.5MM
MAX THICKNESS = 16MM

TOUCHMONITOR

FRONT MOUNT BEZEL

MOUNTING HOLES, X16
 
CUSTOMER PANEL MATERIALS, CHOOSE ONE:
1. METAL/PLASTIC: 4.5MM THRU HOLES FOR M4 SCREWS
2. WOOD: PILOT HOLES FOR 4MM WOOD SCREWS
3. SHEETMETAL: CONCEALED HEAD THREADED
   STUDS M4, WITH NUTS

 
          

SHEET 5 OF 7                  
 



598.4
ACTIVE AREA

337
ACTIVE AREA

644.2 EDGE OF SCREEN

388.4
EDGE OF SCREEN

3 FOAM SEAL (ALL AROUND) R , X47.5

39.6

387.2 100

200

100

75

75

180

753507518

18

643

DIMENSIONAL DRAWING: ET2794L

REV: A
DATE: 02/01/2016

MS601696
DIMENSIONS ARE IN MILLIMETERS

ZERO-BEZEL INTELLITOUCH MODEL

SIDE MOUNT
(LEFT AND RIGHT)
M4 THREAD, X2

VESA MOUNT
M4 THREADS, X6
MAX SCREW DEPTH = 7MM

SIDE MOUNT
(TOP AND BOTTOM)
M4 THREAD, X4
 
 

DC POWER INPUT

DISPLAYPORT IN

VGA VIDEO IN

REMOTE OSD
(INCLUDED)

TOUCH USB OUT

SERIAL TOUCH OUT
(NOT AVAILABLE ON
ALL MODELS)
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MS601696
DIMENSIONS ARE IN MILLIMETERS

WITH FLUSH MOUNTING BRACKETS (8 SETS INCLUDED)
REPLACEMENT BRACKET KIT P/N E190896 AVAILABLE SEPARATELY

ZERO-BEZEL INTELLITOUCH MODEL

M4 THREADS, X16

CUSTOMER PANEL (NOT INCLUDED)
MIN THICKNESS = 3MM
MAX THICKNESS = 18MM

TOUCHMONITOR

SEE DETAIL  C

SEE DETAIL  D

RECOMMENDED  CUSTOMER PANEL CUT-OUT
CHOOSE ONE:
A = M4 THREADED HOLES OR M4 CONCEALED HEAD
    STUDS WITH NUTS
B = CLEARANCE HOLES FOR M4 SCREWS

DETAIL  C
SCALE  0.600

DETAIL  D
SCALE  0.600
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