
MIN.
10°

MAX.
60°

14.9

221.22

125.41

369.05

384.21

251.22

180

121.67

COUNTER TOP MOUNT:
mm MAX. SCREW

13mm MAX. SCREW HEAD
X2
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EloPos
DIMENSIONS ARE IN MILLIMETERS

EloPos WITH STAND
(SEE PG.2 FOR NO STAND VERSON)
(SEE PG.3 FOR CUSTOMER DISPLAY OPTION)

I/0 DEFINITION FOR STAND AND HUB MODELS

----

CABLE EXIT DIRECTION

USB 2.0
X2

USB 3.0
X2

24V POWERED USB

12V POWERED USB
X2

CASH DRAWER

USB-C

24V DC IN

SERIAL RJ-45
X2



345.2 (AA)

194.6 (AA)246.41

384.21

43.56

89.2

75

75

73.26

97.7

75

75

75

75
34

228.4

181.3

38.35
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EloPos
DIMENSIONS ARE IN MILLIMETERS

EloPos NO STAND, WITH HUB

15Z WITH HUB NOT ATTACHED TO BACK

15Z WITH HUB ATTACHED TO BACK

HUB DIMENSIONS
(SEE PG.1 FOR I/O DEFINITION)

--
--

USB-C FROM 15Z
CABLE DIRECTION

AUDIO OUT USB 3.0

LAN

MOUNT FOR ELO EDGE
CONNECT ACCESSORIES,
X4

USB-C TO HUB
CABLE DIRECTION

M4,
MIN. SCREW DEPTH FROM MOUNT SURFACE = 14mm
MAX. SCREW LENGTH = 16mm,
X4

M4,
MAX. SCREW DEPTH FROM
MOUNT SURFACE = 6mm
X4

4.5mm THRU HOLE
FOR MOUNTING,
X4

----

--
--

--
-



110°

50.28

326.06

108.98

310.5
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EloPos
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EloPos WITH REAR-FACING DISPLAY MOUNT

REAR-FACING DISPLAY
MOUNTING BRACKET,
75X75mm VESA
(INCLUDED WITH STAND MODELS)

1302 SHOWN FOR REFERENCE,
NOT INCLUDED
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