
只需清洁探头外部的部位和导线。使用柔软的棉布
蘸取温和的清洁剂和清水轻轻擦拭探头。在任何时
候，不得将探头的任何部分浸没在清洁剂或水中。

使用探头进行电压测量前，请确保探头已经彻底干
燥。

避免探头受到溶剂或溶剂烟雾的影响，防止探头及
其连接线损坏。

This high voltage probe must only be operated by personnel 
who are trained, experienced, or otherwise qualified to 
recognize hazardous situations and who trained the safety 
precautions that necessary to avoid possible injuries when 
using such a device.

Do not work alone under the high voltage circuits.

For your own safety, inspect the probe for cracks and frayed 
or broken leads before each use. If defects are noted, DO 
NOT USE the probe.

Hands, shoes, floor and work bench must be dry. Do not 
make any measurement under humid, damp or other situa-
tions that might affect the measurement safety.

If possible, do always turn off the high voltage source before 
you connect or disconnect the probe.

The probe body should be kept clean and free of any conduc-
tive contamination.

Connect the divider probe common lead (alligator clip) to a 
good earth ground or reliable ground.

Connect the BNC connector to the BNC input of your 
oscilloscope.

Select a desired range for your oscilloscope. Whenever 
possible, turn the high voltage source off before making any 
connections.

RP1010H高压探头只允许以下人员使用：接受过培
训、富有经验、或能够识别危险状况的合格人员，
以及为避免产品使用过程中可能发生的危险，接受
过必要安全防护培训的人员。

使用高压电路时，操作人员应避免单独操作。

为了您的安全，每次使用探头前，请仔细检查是否
存在裂缝、磨损或导线损坏等现象。若发生上述情
况，请勿使用该探头。

使用本产品时，您的双手、鞋子、地板及工作台需
保持干燥。此外，应避免在潮湿及其他影响操作安
全的环境条件下进行测量。

只要条件允许，在连接或断开探头前，应确保高压
源处于关闭状态。

探头表面应保持清洁，没有任何导电污染物。

确保探头的鳄鱼夹与地端接触良好、可靠。

将探头的BNC连接头插入示波器的BNC接口中。

调节示波器至所需测量量程。在进行任何连接前，
只要条件允许，应当确保高压源处于关闭状态。

仪器机箱或回路线未接地时，不可进行任何带电测
试。

接地操作是安全使用探头的关键所在。一旦发生错
误，很可能导致人员伤害或致使探头以及电压表损
坏。在探针与高压源连接前必须完成接地操作，探
针移除前不得改变接地状态。

任何情况下，不得将接地夹连接至高压源中，或将
探针与地相连。

开启高压源之前，应确保操作人员身体的任何部位
均未与仪器接触。

所测电压的实际数值是电压表读数的1000倍。当所
测电压为8 ~ 10 KV（直流），5 ~ 7 KV（交流 有
效值）或者15 ~ 20 KV（交流 峰峰值）时，每次
测量不得超过60秒。期间需断开并等待散热至少5
分钟。否则，过热影响测量精度甚至损坏。在移除
接地夹导线前，需断开探针与高压源的连接。
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